
The sliding refrigeration door model FI 48L is the perfect solution for
cold rooms used for the storage, processing and maturing of food at
a negative temperature between -0° and -25°. The door is used in meat
processing plants, dairies, fruit and vegetable storage facilities,
slaughterhouses, warehouses, grocery stores, fish processing plants, ice
cream industry.

- Blade made of aluminium frame with zinc-plasticized RAL9010G
metal sheet (other colours on request) insulated with polyurethane
foam density 40/42kg/m³ with 121mm thick

- Lever articulated external and internal handle
- External lateral fixed handle
- EPDM double density gasket on the three sides
- PVC lower gasket
- Heating cable 30W/m placed in the gasket
- Plastic pulleys
- Patented sliding systemmodel “Mirror”
- 110mmframe in PVC and side panel closing edges also in PVC,
colour RAL9010; the frame is heat-sealed (welding angle: 45°) up to
a panel thickness of 150mm

- Extruded PVC counter frame
- Without S/3 threshold

FI 48L Door
Porta FI 48L

La portafrigorifera scorrevole modello FI 48L la perfetta soluzione
percelle frigorifere adibite alla conservazione a temperaturanegativa
compresa fra - 0° e -25°. È impiegata per l’utilizzo in impianti di
lavorazione delle carni, caseifici, depositi per la conservazione di frutta e
verdura, macelli, magazzini, negozi di alimentari, impianti di
trasformazione dei prodotti
ittici, industria dei gelati.

- Battente composto da cornice in alluminio con lamiera di
tamponamento zinco-plastificata RAL9010G (altri colori a
richiesta) isolato con schiuma poliuretanica densità 40/42kg/m³
di spessore 121mm

- Maniglia a leva passante interna ed esterna
- Maniglia laterale fissa esterna
- Guarnizione in EPDM doppia densità su tre lati
- Guarnizione inferiore in PVC
- Cavo riscaldante da 30W/m inserito nella guarnizione
- Carrucole in plastica
- Sistema di scorrimento modello “Mirror”, brevettato
- Telaio 110mm in PVC e coste laterali di chiusura pannello
anch’esse in PVC, colore RAL9010; il telaio viene termosaldato
(angolo di saldatura: 45°) fino a spessore pannello pari a 150mm

- Controtelaio estruso in PVC
- Senza soglia S/3
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Brick wall with sides

Wall hole =
W+100 e H+50mm

Clear opening = WxH
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Data Sheet
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Complete dimension rail with rail cover (OPTIONAL) (2xW)+374mm
Complete dimension rail (2xW)+364mm
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Wall/Panel hole = W+100mm

Right opening
(left opening specular)

~220

~55
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W+215mm
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DIMENSIONS - DIMENSIONI (mm)

Reversible lock art. 94
Serratura reversibile art. 94

Threshold S/3

OPTIONAL
- Various RAL metal colours
- Shatterproof window 400x600 3+3 - 9- 3+3 with gasket
- Shatterproof porthole 400x600 double chamber frame INOX
- PVC panel connection thickness 80-100 mm / 101-120 mm / 121-150 mm
/ 151-250 mm

OPTIONAL
- Vari colori metallici RAL
- Oblò antisfondamento 400x600 3+3 - 9- 3+3 con guarnizione
- Oblò antisfondamento 400x600 doppia camera cornice INOX
- Raccordo a pannello in PVC Sp. 80-100 mm / 101-120 mm
/121-150mm / 151-250 mm

Colori e materiali pannello disponibili
Available panel colours and materials


